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1.Designed for general modules that cannot identify the

barcode on the ticket;

2.Support read 1D/2D paper or screen codes;

3.Mini integrated body design, easy to embed all kinds of -
mechanical equipment;

» Support mobile phone screen code.

» Wide-angle scan

Embedded scanner module

Designed for general modules that cannot . . .
identify the barcode on the ticket » Lightweight and durable, only 15mm thick

» Support multiple interfaces: USB/TTL -
RS232 — RS485.

» Compatible with multiple terminals
systems: Windows - Android - Stand
alone chip

Scanning angle
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Lightweight and durable, only 15mm thick The norizontal viewing angle of the scan engineis 74°
Lightweight and durable, only 15mm thick
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‘ The vertical viewing angle of the scan engine is 58°
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Embedded scanner module

SCAN MODULES

Product specifications

Window size

- i i Frontview (unit: mm)
Interface LUSB HID Keyboard port (standard) TTL Serial port (optional)
Supported | RS232 Serial port (optional) e
Input Voltage| DC 5V 5% —_ﬁw—ﬁ
Current 140MA \
Image Sensor| CMOS i e
2|5 ®
ROSOSOT | 540 X 480 Pixels
SCRDY | +60° +60° F180°
. . B e ® L) —
Field of View| 74° (H)58° (V) o o
Min Resolution| 1D 25 MIL 2D 2 10MIL
62
Light Source | White light filing 6500K LED
Barcode type Media Density Ength and width| Nearest Farthest Left view funit:mm)
- 9
QR Code screen M; 1 7ol 23mm*23mm 1.5em 20em
_ (1.12rrm)
beceding . 44.17mil
Depth of Fied| QR Code [Paper > 23mm*23rmm Zem 18em
(1.127m)
Code128 Paper 15rmil A43mm* 15mm Zem 13em
1D; EANI3. EANB. UPC-A. LPCED. UPC-EIT. CODE128. CODE39. CODES3. ﬁ
De CODABAR « INTERLEAVED 2 OF 5. INDUSTRIAL 25. MATRIX 2 OF 5. CODEI11.
Capability | VS| FLESSEY , RSS-14. LIMITED RS, EXPANDED RSS 15
2D: OR CODE. EDF417. DATAMATRIX (ECC200) Side Vi (Lift i)
Operation:-20°C ~ 60°C
Temperature
Storage:-40'C "~ 70°C
Humidity 5%795% (non-condensing)
Dimensions | 53.5mm x 36mm x 16mm{L *WHH)
Weight 32.5g
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